
INSTALLATION / OWNER'S MANUAL
Mobile Power Amplifiers

POWER SERIES

AX260
AX440
AX460
AX490
AX3000M
AX4000M
AX5000M
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INSTALLATION

Preparation
Please read entire manual before installation. Due to the technical nature of 
amplifiers, it is highly recommended that your Axxera amplifier is installed by a 
professional installer or an authorized dealer.

Before You Start
 rof naicinhcet deifilauq a tlusnoc( .lanimret yrettab evitagen tcennocsiD  �

instructions)
 hcus ,serutarepmet hgih ot tcejbus eb dluow ti erehw reifilpma eht gnillatsni diovA  �

as from direct sunlight, or where it would be subject to dust, dirt or excessive 
vibration. 

 gnitsixe ro senil leuf gnigamad diova ot seloh gnillird nehw noituac emertxe esU  �
vehicle wiring.  

.)dedulcni ton( seriw rekaeps dna langis ,rewop eriuqer snoitallatsni reifilpma llA  �
 eht etatilicaf ot dednemmocer ylhgih si )yletarapes dlos( tik noitallatsni reifilpma nA  �

installation. Consult your dealer for recommendations.  

Mounting Location
 a rednu edulcni snoitacol detsegguS .reifilpma eht rof noitacol gnitnuom a esoohC  �

seat or in the trunk. 
 mumitpo roF .lacitrev ro )dednemmocer( latnoziroh detnuom eb nac reifilpma ehT  �

performance, make sure to provide at least 1" of space around all sides. Do not 
mount the amplifier under carpets or where airflow is restricted.

.erutsiom ot desopxe eb yam ti erehw reifilpma eht llatsni ton oD  �
 lla tset ot rebmemeR .selcihev neewteb seirav noitacol gnitnuom mumitpo ehT  �

amplifier functions before completing the final mounting procedure.

TYPICAL MOUNTING METHOD



NOTE:
Be sure to follow specific instructions included with your amplifier installation 
kit (not included with this amplifier). The information below should be used as a 
general guideline only.
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Connection Descriptions



High Level Inputs

RCA Line Inputs

Pass Through

Gain

1

2

3

Hi-Pass Filter

Crossover Mode

Low-Pass Filter

Bass Boost

2 41

4

5

6

7

8

3 5 6 7

INSTALLATION

Audio Inputs and Controls
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8
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Speaker Connections

Fuse(s)

+12VDC Battery Connection

1

2

3

Remote Turn On

Ground Connection

4

5

INSTALLATION

Power and Speaker Connections
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RCA Line Inputs

Pass Through

Gain

Phase Control

Subsonic Filter

1

2

3

Bass Boost

Low Pass Filter

Slave/Master Controls 

Data Link

Remote

4

5

6

7

8

9

10

INSTALLATION

Audio Inputs and Controls
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Speaker Connections

Fuse(s)

+12VDC Battery Connection

1

2

3

Remote Turn On

Ground Connection

4

5
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Power and Speaker Connections
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REM (Remote Turn On)

SPEAKERS

RCA CABLES

GROUND

FUSE

12V BATTERY

MAXIMUM

12V DC
(Power)

2-8 ohms

Fuse Rating
When replacing fuses, make sure new fuse 
is the correct type and amperage. Using an 
incorrect fuse could damage the amplifier. 

AX260 20A x 1
AX440 30A x 1
AX460 20A x 2
AX490 30A x 2
AX3000M 30A x 3
AX4000M 30A x 4
AX5000M 30A x 5

Power/Ground Wire Size
For optimum performance, use only the wire 
size listed below or larger. Make sure to use 
the same size power and ground wire.
 
AX260 4 Ga.
AX440 4 Ga.
AX460 4 Ga.
AX490 4 Ga.
AX3000M 2 Ga.
AX4000M 2 Ga.
AX5000M 2 Ga.

Main Power Connections
Connect+12V, GND and REM wires accordingly. A suitable fuse MUST be installed 
on the +12V lead within 18" of the battery for protection of the vehicle’s electrical 
system.
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Typical Wire Routing

No more than 36" 
(1 meter)



Speaker Connections
Connect speaker wires 
observing polarity. The minimum 
impedance load for the AX260, 
AX440, AX460 and AX490 
is 2 ohms stereo and 4 ohms 
bridged. Use of loads lower than 
these is not recommended and 
may cause amplifier damage. 
The AX260, AX440, AX460 and 
AX490 can be wired for stereo, 
bridged or stereo/bridged 
simultaneous operation.

Input Signal Connections

Low Level Input (RCA)
Low level (RCA) input signal is preferred for best performance. Typical trunk-mount 
amplifier installations require a 17-20 foot RCA cable. Most trucks and under-seat 
applications require a 6-9 foot RCA cable. Using twisted pair construction RCA cables 
will minimize noise.

             High Level Input 
(Speaker Wire)
High level inputs should only be used 
when RCA outputs are not available 
from the head unit. Connect the 
head unit speaker outputs to 
the high level input connector 
as shown below. The black wire 
(signal reference ground)may or 
may not require a connection to 
chassis ground - depending on your 
particular installation.

Subwoofer (mono)

Typical Bridged Wiring
(4 ohms minimum)

2 Speakers (stereo)

Typical Stereo Wiring
(2 ohms minimum)

L

R

Note: Do not use both low and high level inputs 
at the same time - connect only one or the other. 
High level inputs not available on AX3000M, 
AX4000M and AX5000M..

AX260 speaker connections shown
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Amplifier Connections

1-8 ohms2-8 ohms
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INSTALLATION

Connecting Two Amplifiers - Bridge Mode
Master/Slave Mode

The Dual mono amplifiers feature a Master/Slave mode, where two amplifiers can be 
connected together. When two mono amplifiers are connected together, the power 
from both amplifiers is combined. 
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INSTALLATION

Connecting Two Amplifiers - Bridge Mode

*MASTER 
For master amplifier, set the switch to master. This will route the signal through Line-out to 
the slave amplifier. Set the phase to 0, all adjustments for gain and sound are done on this 
amplifier. The remote subwoofer control should be connected to master amplifier as well.

*SLAVE
For slave amplifier, set the switch to slave and phase to 180. Connect the Line-out of master 
amplifier to input on this amplifier. All adjustments should be set to minimum.

Connect Data-Link plug from master to slave amplifier. For speaker connection, the positive 
(+) of the speaker connects to positive (+) of master and negative (-) of the speaker connects to 
positive (+) of slave amplifier. Connect both negatives (-) of master and slave each other. 

NOTE: FOR BEST PERFORMANCE, USE WIRE 12 AWG OR THICKER FOR THE NEGATIVE TO 
NEGATIVE CONNECTION.

*MINIMUM IMPEDANCE MUST NOT BE LOWER THAN 2 OHMS

Master/Slave Mode (cont.)
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Input level Control

Crossover Mode

Crossover 
Frequency Control

Bass Boost

Subsonic Filter
(AX3000M, 

AX4000M & 
AX5000M)

LED Indicators

INSTALLATION

Configuration/Setup
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Problem Cause Action

Unit will not turn 
on

(no power LED 
indicator)
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Power output@14.4V <1% THD+N
��� Watts x 2 channels ��� @ 4 Ohms
�	
 Watts x 2 channels ��� @ 2 Ohms
�1	
 Watts x 1 channel ��� @ 4 Ohms (bridged)

Peak Music Power Output: ��
 Watts 
Signal to noise ratio: 	
� (THD< 
�
�� @ ��� 14.4V)
Frequency response: 1
��� ����� �����   
Amplifier dimensions: 2” x 	��� x 7�	� (�1 x ��� x 2
1 mm)

Power output@14.4V <1% THD+N
�37 Watts x 4 channels ��� @ 4 Ohms
��4 Watts x 4 channels ��� @ 2 Ohms
�1
� Watts x 2 channels ��� @ 4 Ohms (bridged)

Peak Music Power Output: �

 Watts 
Signal to noise ratio: > 	
� (THD < 
�
�� @ ��� 14.4V) 
Frequency response: 1
��� ����� �����  
Amplifier dimensions: 2” x 	��� x 13.8” (�1 x ��� x 3�1 mm) 

Power output@14.4V <1% THD+N
��� Watts x 4 channels ��� @ 4 Ohms
�	
 Watts x 4 channels ��� @ 2 Ohms
�1	
 Watts x 2 channels ��� @ 4 Ohms (bridged)

Peak Music Power Output: ��
 Watts 
Signal to noise ratio: > 	
� (THD < 
�
�� @ ��� 14.4V) 
Frequency response: 1
��� ����� �����  
Amplifier dimensions: 2” x 	��� x 1���� (�1 x ��� x �		 mm) 

Power output@14.4V <1% THD+N
��	 Watts x 4 channels ��� @ 4 Ohms
�137 Watts x 4 channels ��� @ 2 Ohms
�3�
 Watts x 2 channels ��� @ 4 Ohms (bridged)

Peak Music Power Output: 11

 Watts 
Signal to noise ratio: > 	
� (THD < 
�
�� @ ��� 14.4V) 
Frequency response: 1
��� ����� �����  
Amplifier dimensions: 2” x 	��� x 11.4” (�1 x ��� x �	
 mm)

����
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INSTALLATION

Specifications
Power output@14.4V <1% THD+N
���
 Watts x 1 channel ��� @ 2 Ohms
�1


 Watts x 1 channel ��� @ 1 Ohm

Peak Music Power Output: �


 Watts 
Signal to noise ratio: > �
� (THD < 
��� @ ��� 14.4V)
Frequency response: �
�� -1�
�� �����  
Amplifier !"#$*!;$*= 2” x 9.3” x11.8” (�1 x 236 x �

 mm)

Power output@14.4V <1% THD+N
�1


 Watts x 1 channel ��� @ 2 Ohms
�1�

 Watts x 1 channel ��� @ 1 Ohm

Peak Music Power Output: �


 Watts 
Signal to noise ratio: > �
� (THD < 
��� @ ��� 14.4V)
Frequency response: �
�� -1�
�� �����  
Amplifier !"#$*!;$*= 2” x 9.3” x 1���� (�1 x 236 x 368 mm)

Power output@14.4V <1% THD+N
�1�

 Watts x 1 channel ��� @ 2 Ohms
��


 Watts x 1 channel ��� @ 1 Ohm

Peak Music Power Output: �


 Watts 
Signal to noise ratio: > �
� (THD < 
��� @ ��� 14.4V)
Frequency response: �
�� -1�
�� �����  
Amplifier !"#$*!;$*= 2” x 9.3” x 1�.3” (�1 x 236 x 439 mm)

���
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�
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�
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from state to state. 
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Who is covered?�*�������	������
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purchased from an authorized Dual dealer 
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abuse, neglect, product modification, 
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What to do? 
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merchantability and fitness for a particular 
purpose and any obligation, liability, right, 
claim or remedy in contract or tort, 
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the company any other liability in connection 
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the company be liable for indirect, incidental 
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One Year Limited Warranty


