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Thank YOU you for purchasing the Onkyo
Audio Video Control Amplifier.

Please read this manual thoroughly before making con-
nections and turning on the power.

Following the instructions in this manual will enable
you to obtain optimum performance and listening enjoy-
ment from your new Audio Video Control Amplifier.
Please retain this manual for future reference.

Features

Power Output:
Stereo mode
100 watts per channel, min. RMS into 8 ohms, both
channels driven from 20 Hz to 20 kHz with no more
than 0.08% THD
Surround Mode (MULTI-CH INPUT)
Front L/R and Center Channel
80 W (20 Hz - 20 kHz 0.08 %, 8 ohms)
Rear Channel (Rear Channel only driven)
20 W (20 Hz - 20 kHz, 0.1%, 8 ohms)

Low Impedance Drive Output Stage (Front L/R)

All Discrete Power Amp Stage

Input Terminals for 2 Video and 4 Audio sources

Dolby *Pro Logic and Hall surround

Adjustable Digital Delay

Subwoofer Preout Terminal

Audio IPM on/off

MULTI-CH INPUT (Front L/R CENTER, Rear L/R, Sub-

woofer)

Manutactured under license from Dolby Laboratories Licensing Cor-

poration. “Dolby”. the double-D symbol [OO. and “Pro Logic™ are
trademarks of Dolby Laboratories Licensing Corporation.

ENTION FOR BRITIS

Replacement and mounting of an AC plug on the power supply cord
of this unit should be performed only by qualified service personnel.
e IMPORTANT
The wires in the mains lead are coloured in accordance with the
following code:

Blue: Neutral

Brown: Live
As the colours of the wires in the mains lead of this apparatus may
not correspond with the coloured markings identifying the termi-
nals in your plug, proceed as follows:
The wire which is coloured blue must be connected to the terminal
which is marked with the letter N or coloured black.
The wire which is coloured brown must be connected to the terminal
which is marked with the letter L or coloured red.

IMPORTANT

A 5 amp fuse 1s fitted in this plug. Should the fuse need to be
replaced, please ensure that the replacement fuse has a rating of 5
amps and that it is approved by ASTA or BSI to BS1362. Check
for the ASTA mark or the BSI mark on the body of the fuse.

IF THE FITTED MOULDED PLUG IS UNSUITABLE FOR
THE SOCKET OUTLET IN YOUR HOME THEN THE FUSE
SHOULD BE REMOVED AND THE PLUG CUT OFF AND
DISPOSED OF SAFELY. THERE IS A DANGER OF SEVERE

ELECTRICAL SHOCK IF THE CUT OFF PLUG IS INSERTED
INTO ANY 13 AMP SOCKET.
If in any doubt. please consult a qualified electrician.

Note to CATYV system installer:

e This reminder is provided to call the CATV system installer’s
attention to Section 820-40 of the NEC which provides guide-
lines for proper grounding and. in particular, specifies that the
cable ground shall be connected to the grounding system of the
building, as close to the point of cable entry as practical.

FCC Information for User

CAUTION:

Changes or modifications not expressly approved by the manu-
facturer for compliance could void the user's authority to oper-
ate the equipment.

NOTE:

This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to Part 15 of the
FCC Rules. These limits are designed to provide reasonable
protection against harmful interference in a residential installa-
tion. This equipment generates, uses, and can radiate ratio fre-
quency energy and, if not installed and used in accordance with
the instructions, may cause harmful interference to radio com-
munications. However, there is no guarantee that interference
will not occur in a particular installation. If this equipment dose
cause harmful interference to radio or television reception,
which can be determined by turning the equipment off and on,
the user is encouraged to try to correct the interference by one
or more of the following measures:
e Reorient or relocate the receiving antenna.
o Increase the separation between other equipment and receiver.
e Connect the equipment into an outlet on a circuit different
from that to which other receiver is connected.
o Consult the dealer or an experienced radio/TV technician for
help.

e For models having a power cord with a polarized plug.
CAUTION: TO PREVENT ELECTRIC SHOCK, MATCH
WIDE BLADE OF PLUG TO WIDE SLOT, FULLY INSERT.

e Sur les modeles dont la fiche est polarisée.
ATTENTION: POUR EVITER LES CHOCS ELEC-
TRIQUES, INTRODUIRE LA LAME LA PLUS LARGE DE LA
FICHE DANS LA BORNE CORRESPONDANTE DE LA
PRISE ET POUSSER JUSQU' AU FOND.



“WARNING”

“TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK.
DO NOT EXPOSE THIS APPLIANCE TO RAIN OR MOIS-
TURE.”

CAUTION:

“TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT
REMOVE COVER (OR BACK). NO USER-SERVICEABLE
PARTS INSIDE. REFER SERVICING TO QUALIFIED SER-
VICE PERSONNEL.”

RISK OF ELECTRIC SHOCK
DO NOT OPEN

® The lightning flash with arrowhead symbol, within
an equilateral triangle, is intended to alert the user
to the presence of uninsulated “dangerous voltage”
within the product's enclosure that may be of suffi-
cient magnitude to constitute a risk of electric shock
to persons.

® The exclamation point within an equilateral triangle
is intended to alert the user to the presence of
important operating and maintenance (servicing)
instructions in the literature accompanying the
product.

Important safeguards

n

Read Instructions — All the safety and operating instructions
should be read betore the appliance is operated.

Retain Instructions — The safety and operating instructions should
be retained for future reference.

Heed Warnings - All warnings on the appliance and in the operat-
ing instructions should be adhered to.

Follow Instructions — All operating and use instructions should be
followed.

Water and Moisture — The appliance should not be used near
water — for example. near a bathtub, washbowl, kitchen sink, laundry
tub, in a wet basement. or near a swimming pool, and the lake.

Carts and Stands - The appliance should be used only with a cart
or stand that is recommended by the manufacturer.

6A. An appliance and cart combination

should be moved with care. Quick
stops. excessive force, and uneven
surfaces may cause the appliance
and cart combination to overturn.

PORTABLE CART WARNING

S3125A A
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Wall or Ceiling Mounting - The appliance should be mounted to

a wall or ceiling only as recommended by the manufacturer.

Ventilation — The appliance should be situated so that its location or
position does not interfere with its proper ventilation. For example,
the appliance should not be situated on a bed. sofa. rug. or similar sur-
face that may block the ventilation openings: or if placed in a built-in
installation, such as a bookcase or cabinet that may impede the flow of
air through the ventilation openings, there should be free space of at
lcast 20 ¢m (8 in.) and open up behind the appliance.

Heat — The appliance should be situated away from heat sources such
as radiators. heat registers, stoves. or other appliances (including
amplifiers) that produce heat.

. Power Sources - The appliance should be connected to a power

supply only of the type described in the operating instructions or as
marked on the appliance.

. Polarization - If the appliance is provided with a polarized plug

having one blade wider than the other. please read the following infor-
mation:

The polarization of the plug is a satety feature. The polarized plug will
only fit the outlet one way. If the plug does not fit fully into the outlet,
try reversing it. If there is still trouble. the user should seek the ser-
vices of a qualified electrician. Under no circumstances should the
user attempt to defeat the polarization of the plug.

. Power-Cord Protection — Power-supply cords should be routed so

that they are not likely to be walked on or pinched by items placed
upon or against them. especially near plugs. convenience receptacles,
and the point where they exit from the appliance.

. Cleaning — The appliance should be cleaned only as recommended

by the manufacturer.

. Nonuse Periods - The power cord of the appliance should be

unplugged from the outlet when lett unused for a long period of time.

. Object and Liquid Entry - Care should be taken so that objects

do not fall and liquids are not spilled into the enclosure through open-
ings.

. Damage Requiring Service — The appliance should be serviced

by qualified service personnel when:

A. The power-supply cord or the plug has been damaged; or

B. Objects have fallen, or liquid has been spilled into the appliance;
or

C. The appliance has been exposed to rain; or

D. The appliance does not appear to operate normally or exhibits a
marked change in performance; or

E. The appliance has been dropped. or the enclosure damaged.

. Servicing — The user should not attempt to service the appliance

beyond that described in the operating instructions. All other servicing
should be referred to qualified service personnel.



Precautions

Supplied accessories

1. Warranty Claim
You can find the serial number on the rear panel of this unit. In
case of warranty claim, please report this number.

2. Recording Copyright
Recording of copyrighted material for other than personal use is
illegal without permission of the copyright holder.

3. AC Fuse

The fuse is located inside the chassis and is not user-serviceable. If
power does not come on, contact your Onkyo authorized service
station.

4. Care

From time to time you should wipe the front and rear panels and
the cabinet with a soft cloth. For heavier dirt, dampen a soft cloth
in a weak solution of mild detergent and water, wring it out dry.
and wipe oft the dirt. Following this. dry immediately with a clean
cloth. Do not use rough material, thinners. alcohol or other chemi-
cal solvents or cloths since these could damage the finish or
remove the panel lettering.

5. Power

WARNING

BEFORE PLUGGING IN THE UNIT FOR THE FIRST TIME,

READ THE FOLLOWING SECTION CAREFULLY.

e The voltage of the available power supply ditfers according to
country or region. Be sure that the power supply voltage of the
area where this unit will be used meets the required voltage
(e.g.. AC230V 50Hz or ACI120V 60Hz) written on the rear
panel.

e Models Equipped with a Voltage Selector
Worldwide models are equipped with a voltage selector to con-
form to local power supplies. Be sure to set this switch to
match the voltage of the power supply in your area before
plugging in the unit.

Turning off the power switch does not shut off the power com-

pletely. So the power cord should be removed trom AC outlet

when not in use for a prolonged time.

Remote controller (RC-327S) (1)
Batteries (size AA, R6, or UM-3) (2)

Memory Preservation

This unit does not require memory preservation batteries. A
built-in memory power back-up system preserves the contents
of the memory during power failures and even when the unit is
unplugged. The unit must be plugged in order to charge the
back-up system.

The memory preservation period after the unit has been
unplugged varies depending on climate and placement of the
unit. On the average, memory contents are protected over a
period of a few weeks after the last time the unit has been
unplugged. This period is shorter when the unit is exposed to a
highly humid climate.
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MULTI-CHANNEL INPUT button
[13,19]
INPUT selector buttons [19, 20]
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If there is a protective film on the surface



