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Read Instructions - Al the salety and oparating m-
structions should be read before the appliance 14 operated

Retain Instructions — The satety and operating in-
structions should be retmined for future reference

Haed Warnings - All warnings on the applianca and
in the operating instructions should be adhered 1o

Follow Instructions — All oparating and use in-
suructions should be followed

. Water and Moisture - Ths appliance should nat be
usad et water — for example, near o bathtab, washbow!
kitchen sink, laundry 1ub, in 8 wet basament, or noar o
swimming pool, and the like

Wall or Ceiling Mounting - The appliance should
b mounted to a wall ar celling only as recommendad by
the manufaciurer.

Ventilation — The applisnce should be situated 5o that
its location or position does not interfers with ns proper
vantilation For example. the appliance should not be sit-
uated on a bed, sofs, 1ug, or simelar surface that may block
the ventilation openings; or, placed in a buidt-in installation,
such as a bookcase of cabinet that may impode the flow
of aif thraugh the ventilation opemings

. Heat - The appliance should be siiuated away from heat
sources such as radiators, hest registers. stowves, of ofher
sppliances {including amplidiers) that produce heat

. Power Sources - The applisnce should be connected
104 pawar supply anly of the type described in the operating
Instructions or as marked on the appliance

Important safeguards

1qa
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. Cleaning

Powaer-Cord Protection — Power-supply cords
should be routed 50 that they ane not likaly to be walked
on or pinched by items placed upon or against them, paying
particular anention to cords 01 plugs, conveniance mcap-
tacles, and the point where they exit from the appliance,

The appliance should be cleaned only as
recammanded by the manufscturer

Nonuse Periods - The power cord of the spplance
should be unplugged from the outlet when left unused for
o lang perod of tma

. Dbject and Liquid Entry - Care shouid be taken so

that obiects do not fall and liquids are not spilled into the
aninsure through openings

. Damage Requiring Service - The applance should

be servicad by qualified service parsonnel when

& The power-supply cord or the plug has been damaged.
ar

B, Objects have fallen, or liquid has been spillad into the
appliance, of

C. The appliance has been exposed to rain; o

O The appliance does not appaar to opetate normally
or exhibits 8 marked change in parformancae o

E The sppliance has been dropped, or the enclosure
damaged

Servicing - The user should not attempt fo service the
appliance beyond that described in the opesating in-
giructions Al other servicing should be referred to gualified
sprvice personnal,

=3




. {-11Jﬂg‘f:ﬂ,fﬂ?fﬂn5 on your purchase of the ONKYOD MR (multiple room remate) system, ® Please
read this manual thoroughly belore using  ® Following the instructions in this manual will enable
you to obtain aptimum performance from your new MR system. ® Please retain this manual for

future referance

Features
e T T I e R N TR T

Controls components in the main room from
another room

Components in the main room can be operated by the
remote sensor HR-10 installed in another roam. |f the
remote emitters HE-50 (or HE-S0AC) and HE-10 are
installed in the main room, components of ather makers
can also be controlied

Controls components installed inside racks
which do not pass infrared light

Using the remote sensar HR-10. remote emitters HE-50
{or HE-BOAC) and HE-10 enables contrel of compo-
nents installed inside racks which do not pass infrared
light. This also enables the control of components of
other makers

Naote:

Depanding on the remote controller used, some com-
ponents of other makers can’t be controlled via MR
System

Some models may not be available. depending on the
darea.

Outline of MR (Multiple Room

Remote) System
S T, ST e T TR T R e

OMNKYD offers the following products MR System Fos
connection, refer 1o the section on “System Connections”
{1} Remote sensor HR-10
This unit is used as a sensor for infrared light remote
contral signal. Connect the OUT terminal of the umit
to the MR IN terminal of a tuner amphifier ar amplifier
baaring the MR mark. When the remote control signal
s ransrmitted to the HR-10 "SENSQOR™ from the remote
controller of the unit you wish o operate, the remaote
contral signal received is converted into an electronic
signal and transmitted from the HR-10 OUT terminal
® |ndicators (AECEIVED, POWER)
When power 15 supplied to the umit, the POWER
indicator hghts up. The RECEIVED indicator flashes
when remote control signal is being received. |f
RECEIVED indicator is lit or flagshing although re
mote control signal is not received. this indicates
external noise signals from fluorescent lights etc.
are being received. In this case, take aclion ac-
cording to the section entitied "NOTES" in Systam
connections (page 9],
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® Sensitivity switch (SENS.)
The SENS. switch is normally set to the HIGH
position. It may be effective to set the switch to
the LOW position when the unit is operated via a
remote controller of makers other than ONKYO,
or if external noise s received. However, effective
remote contral area will decrease if the switch is
sel to the LOW position

{2} Remota Emitter HE-50, HE-B0AC

Tha HE-BOAC s a unit combaning the HE-50 with an
AC adaptor. The HE-S0AC is not sold in certain areas.
The HE-50 {or HE-S0AC) re-converts the electronic
remote control signal into infrared light and sends it
to other components,

The autput infrared light remote control signal 1s atmost
identical with the signal received by the HR-10.
Connect the IN terminal of this unit to the MR OUT
terminal of a tuner amplifier or amplifier bearing the
‘MR~ mark. An AC adaptor is required for the HE-50.
Purchase an AC adaptor available in shops (rated
autput: 10 ta 12VDC, over 500mA, refer to page 10
tor plug shape) and connect to the HE-50. Make sure
that the AC adaptor is acceptable in the country
wharae the egquipment is being used. If you have
any quenes, contact an ONKYO service center

If the unit cannot ba connected because of the differant
type of connector, use the attached straight/L type
conversion cable. For the HE-50AC, connect the at-
tached AC adaptor to the POWER terminal

tan

® Dutput jacks {OUT-1, 2 an
These terminals are used to connact the HE-10
{remote emitter head) f components cannot be
contralled by the HE-50 (or HE-50AC) alone be-
cause components are installed in various places
Up to three HE-10 units can be connected

Mounting Method for
the HR-10, HE-50 {or HE-G60AC)

The HR-10, HE-50 (or HE-S0AC) can be installed from
cellings as well 85 on desks or racks. Secure them with
screws If necessary. Loosening the minus screw on the
side of the units tits them forwards by approx. 107 and
backwards by approx, 1007,

If the HR-10 is used so that the remote control signal
entess tha front panel at right angles, the unit can be
aparated from further away

Lise the HE-50 (or HE-B0AC) so that it faces the
components to be controlled.

Secure the una hobder with
mncrews | not included )
attached b

Screvs on 1he side







