SERIAL No.3316

ONKYO: SERVICE MANUAL

Stereo Power Amplifier
MODEL M-5200-M-5000

ubD P 120V AC, 60Hz
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M-5200
M-5000

SPECIFICATIONS

Power Qutput:

Tota! Harmonic Distortion:

IM Distortion:
Damping Factor:
Frequency Response:

Sensitivity and impedance:

Signal to Noise Ratio:

General
Power Supply:
Dimensions (W x H x D):

Weight:

M-5200

150 watts per channel, min. RMS,
at 8 ohms, both channels driven, from
20Hz 10 20kHz, with no more than
0.09% THD

0.09% at 150 watts

0.09% at 150 watts

40 at 8 ohms

5 - 100KHz £1dB

1V/50kohms

100dB (IHFA-202 1 watt output)

AC120V, 60Hz

435 x 158 x 289.5mm

17-1/8" x 6-3/16" x 11-13/16""
9.1kg, 20.1 Ibs.

BLOCK DIAGRAM

M-5000

105 watts per channel, min. RMS,
at 8 ohms, both channels driven, from
20Hz to 20kHz, with no more than
0.09% THD

0.09% at 105 watts

0.09% at 105 watts

40 at 8 ohms

5 — 100KHz £1dB

1V/50kohms

100dB (IHFA-202 1 watt output)

AC120V, 60Hz

435 x 168 x 289.5mm
17-1/8" x 6-3/16"" x 11-13/16"
7.7kg, 17.0 Ibs.

Specifications and features are subject to change without notice.
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