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4 IMPORTANT NOTICE N

This manual has been provided for the use of authorized YAMAHA Retailers and their service personnel.
It has been assumed that basic service procedures inherant to the industry, and more specifically YAMAHA
Products, are already known and understood by the users, and have therefore not been restated.

WARNING:  Failure to follow appropriate service and safety procedures when servicing this product
may result in personal injury, destruction of expensive components and failure of the
product to perform as specified. For these reasons, we advise all YAMAHA product owners
that all service required should be performed by an authorized YAMAHA Retailer or the
appointed service representative.

IMPORTANT: The presentation or sale of this manual to any individual or firm does not constitute
’ authorization, certification or recognition of any applicable technical capabilites, or
establish a principle-agent relationship of any form.

The data provided is believed to be accurate and applicable to the unit(s) indicated on the cover. The reserch,
engineering, and service departments of YAMAHA are continually striving to improve YAMAHA products.
Modifications are, therefore, inevitable and specifications are subject to change without notice or obligation to
retrofit. Should any discrepancy appear to exist, please contact the distributor's Service Division.

WARNING:  Static discharges can destroy expensive components. Discharge any static electricity your
body may have accumulated by grounding yourself to the ground buss in the unit (heavy
gauge black wires connect to this buss).

IMPORTANT: Tum the unit OFF during di bly and parts repl 1t. Recheck all work before you

k apply power to the unit. /
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B TO SERVICE PERSONNEL

1. Critical Components Information.
Components having special characteristics are marked
and must be replaced with parts having specifications
equal to those originally installed.

2. Leakage Current Measurement (For 120V Model Oniy).
When service has been completed, it is imperative that
you verify that all exposed conductive surfaces are

properly insulated from supply circuits. WALL EQUIPMENT #CE;S%E%KASE
e Meter impedance should be equivalent to 1500 ohm OUTLET UNDER TEST EQUIVALENT
shunted by 0.15pF.
e Leakage current must not exceed 0.5mA. @ j: <
e Be sure to test for leakage with the AC plug in both R —. 'L—
polarities. INSULATING -
TABLE

o POLARIZATION (U, C models)

This CD player product is equipped with a polarized al-
ternating-current line plug (a plug having one blade
wider than the other). This plug will fit into the power
outlet only one way. This is a safety feature.

CAUTION-USE OF CONTROLS, ADJUSTMENTS, OR PERFORMANCE OF PROCEDURES OTHER THAN THOSE SPECIFIED
HEREIN, MAY RESULT IN HAZARDOUS RADIATION EXPOSURE.

THE COMPACT DISC PLAYER SHOULD NOT BE ADJUSTED OR REPAIRED BY ANYONE EXCEPT PROPERLY QUALIFIED SERVICE
PERSONNEL.

ADVARSEL : USYNLIG LASER-
STRALING VED ABNING NAR
SIKKERHEDSAFBRYDERE ER
UDE AF FUNKTION. UNDGA
UDS ETTELSE FOR STRALING

G, B models

G, B models
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English
(D THIS LABEL (SEE POSITION SHOWN IN THE ILLUSTRATION} INFORMS THE USER THAT THE APPARATUS
CONTAINS A LASER COMPONENT.

(® THIS LABEL (SEE POSITION SHOWN IN THE ILLUSTRATION) WARNS THAT ANY FURTHER PROCEDURE WILL
BRING THE USER INTO EXPROSURE WITH THE LASER BEAM.

(® THE RADIATION WARNING LABEL IS PLACED INSIDE THE UNIT AS SHOWN IN THE ILLUSTRATION, TO WARN
AGAINST FURTHER MEASURES ON THE UNIT. THE EQUIPMENT CONTAINS A LASER COMPONENT RADIAT-
ING LASER RAYS EXCEEDING THE LIMIT OF CLASS 1 LASER PRODUCTS.

CAUTION-USE OF CONTROLS, ADJUSTMENTS OR PERFORMANCE OF PROCEDURES OTHER THAN THOSE
SPECIFIED HEREIN, MAY RESULT IN HAZARDOUS RADIATION EXPOSURE.

Swedish
@ PASKRIFTEN SITTER PA APPARATEM SOM VISAS SOM EN UPPMANING OM ATT APPARATEN OMFATTAR EN
INBYGGD LASERKOMPONENT.

@ TEXTSKYLTEN FOR LASERN AR PLACERAD PA APPARATEN SOM EN UPPMANING OM ATT APPARATEN
INNEHALLER EN LASERKOMPONENT.

@ VARNINGSSKYLTEN FOR STRALNING HAR PLACERATS | APPARATEN, SOM BILDEN VISAR, SOM EN VARNING
OM YTTERLIGARE INGREPP | APPARATEN. MATERIELEN INNEHALLER EN LASERKOMPONENT SOM AVGER
LASERSTRALNING OVERSTIGANDE GRANSEN FOR LASERKLASS 1.

VARNING-INGREPP | APPARATEN BOR ENDAST FORETAS AV FACKMAN MED KUNSKAP OM ATT RISK
FORELIGGER FOR RADIOAKTIV ATRALNING.

Danish

@M DETTE MARKAT ER ANBRAGT SOM VIST | ILLUSTRATIONEN FOR AT ADVARE BRUGEREN OM AT
APPARATET INDEHOLDER EN LASERKOMPONENT.

@ DETTE MARKAT OM LASEREN ER ANBRAGT PA APPARATET SOM EN OPLYSNING OM AT APPARATET
INDEHOLDER ET LASERKOMPONENT.

(@ ADVARSELSKILTET OM STRALING ER PLACERET INDENI APPARATET, SOM VIST I ILLUSTRATIONEN, SOM EN
ADVARSEL OM YDERLIGERE INDGREB | APPARATET. APPARATET INDEHOLDER ET LASERKOMPONENT SOM
AVGIVER LASESTRALING DER OVERSTIGER GANSEVERDIEN FOR LASERKLASSE 1.

ADVﬁ‘RSEL! INDGREB B@R KUN FORETAGES AF EN FAGMAND DA DER ER RISIKO FOR RADIDAKTIV
STRALING.

Finnish

@ "VAROITUS! LAITE SISALTAA LASERDIODIN, JOKA LAHETTAA (NAKYMATONTA) SILMILLE VAARALLISTA
LASERSATEILYA:"
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B REAR PANELS
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H INTERLOCK OPERATION

The Digital Compact Disc Player reads the disc signals by
laser beam detection. The human body must directly ex-
posed to the laser beam. Human eyes are especially not be
damaged by the laser beam. This unit is therefore equipped
with an interlock to prevent unnecessary laser output.

Laser output is controlied by the injection or cutoff of the
constant voltage source to the laser diode at Pin 24 (LS) of
IC9 (HD63B01), and also by Automatic Laser Power Control
Circuit. When Pin 24 is in "H" (High) level, the laser emits the
beam. When Pin 24 is in "L" (Low) level, the laser does not
emit the beam.

Pin 24 is set in "H" level when the unit is loaded with a disc
and reads the index signals or when the unit is set in the
play mode. When the unit reads the index signals and the
following two conditions are met, the laser emits the beam.

CDX-530/530E

1) When the Loading Limit Switch is set in "CL" side. (The
disc tray is closed.)

2) When the pickup is located at the area of minimum inter-
nal circumference. ‘

After the above conditions are met and the index signals
have been read, the laser emits the beam when the follow-
ing two conditions are met.

1) When the PLAY key (SW410) or that of Remote Control
Transmitter is pressed.

2) When TIMER PLAY is ON.
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