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POWER key
Turns the CX-1000 on or off.

SOURCE DIRECT key
Has the same function as the front panel SOURCE DIRECT switch

INPUT SELECTOR keys

These allow you select the desired audio or video source directly
by pushing the corresponding key. The name of the chosen
source lights up on the front panel display.

PHONO PLAY/CUT key
Starts or stops the connected turntable.

TUNER keys
These keys let you select the desired preset station on the tuner

® A/B/C
Switches between the two or three banks of station presets.

® UP and DOWN
Pressing these keys switches to the next higher (UP) or Iowe
(DOWN) preset station.

CD keys
® PLAY o
Press to start CD playback.

& PAUSE/STOP oor03
Press once to temporarily stop playback (pause mode). Press
once again to enter stop mode.

@ SEARCH <3<i/tt>
Use these keys 1o search forward or backward.



® SKIP ==/t
Use these keys to skip to the beginning of the current, previous
or next selection.

TAPE keys

® DECK A/B

If you are using a double cassette deck, this button switches
between decks.

@ DIRECTION (DECK A, DECK B)

Switches the tape direction between forward and backward.
If a single deck is used, only DECK A is operative.

® PLAY, S8TOP, <33, &>, REC MUTE, REC/PAUSE
These buttons have the same functions as the corresponding
switches on the tape deck’s front panel.
YOLUME keys
Use these to raise (UP) or lower (DOWN) the volume of the
CX-1000.
MUTING key

Like the front panel MUTING switch, this key mutes volume by
20dB. Press again to restore normal volume.

The transmitter can be used from a distance of up to about 7 meters

(23 feet) from the control amplifier and must be aimed in its direction
for proper operation.

About 7m
(23 feet)

When you notice that the remote control no longer works from greater
distances, replace the balteries, observing the following precautions:

@ Replace weak batteries before they run down completely.

e Always replace both batteries with new ones.

& Do not use different kinds of batteries at the same time.

@ If battery electrolyte has leaked into the battery compartment, wipe
it off completely before installing new batteries.

® Never disassemble, heat or throw discarded batteries into a fire.
Dispose of them properly.
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TROUBLESHOOTING

Before assuming that your amplifier is faulty, check the following list. If you still have any doubts or questions, contact your nearest YAMAHA

dealer.

No power even when the
POWER switch is ON.

@ The power cord is not plugged in securely.

® Plug in securely.

No sound is heard.

@ The wrong source is selected.

® Select the desired source with the INPUT SELEC-
TOR.

@ Power amp connections are not secure.

® Plug in connection cord, properly.

® Source input connections are not secure.

@ Plug in connection cord, properly.

One channel sounds louder
than the other.

@ Left/right channeis out of balance.

& Adjust the BALANCE control.

Sound from MC cartridge too
low.

® PHONO type/impedance selector set to MM.

® Set this switch to an MC position.

A loud humming sound is
heard when PHONOQ is
selected.

@ Turntable is not properly grounded.

® Connect the turntable’s ground wire to GND (or
disconnect if this gives better results).

Recording not possible.

® REC OUT selector improperly set.

® Switch REC OUT to the source you want to record.

TONE CONTROLLS, LOUD-
MESS conirol does not operate.

® The SOURCE DIRECT SWITCH is ON.

® Turn off the switch.
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SPECIFICATIONS

Input Sensitivity/Impedance
PHONO MC
PHONO MM

100uV/10, 100, 1kQ
2.5mV/1kQ, 47kQ (220p, 330p)

Input Equivalent Noise ~—157dBV

- 138dBV

Residual Noise (IHF-A-Network) < 1.5uV
Channel Separation

PHONO MG, MM 1kHz/10kHz Input Shorted 80dB/70dB

(1kHz/10kHz CD/VIDEO/TUNER/AUX/TAPE/VCR

5.1kQ terminated) 90dB/69.5dB

CD/VIDEO/TUNER/AUX/TAPE/VCR 150mV/47kQ
Input Sensitivity (New IHF)

PHONO MC 33uV

PHONO MM 0.83mVv

CD/VIDEO/TUNER/AUX/TAPE/VCR 50mv
Maximum-Input Signal

1kHz, 0.05% THD, PHONO MC 8.5mV

1kHz, 0.05% THD, PHONO MM 180mV
Qutput Level/impedance

REC OUT 150mVv/1kQ

PRE OUT 1.5V/470Q
Maximum Voltage Output

20Hz ~ 20kHz, 1% THD, PRE OUT 12V
Headphone Jack Rated Outpui/impedance

RL = 100 ohms 4.5V/1000

Frequency Response
CD/VIDEO/TUNER/AUX/TAPE/VCR (20Hz ~ 20kHz) +0, —0.2dB

RIAA Equalization Deviation

PHONO MC/MM +0.2dB
Total Harmonic Distortion (20Hz ~ 20kHz)

PHONO MC to REC OUT, 1.5V 0.002%

PHONO MM to REC OUT, 1.5V 0.001%

CD/VIDEQ/TUNER/AUX/TAPE/VCR to

PRE OUT, 1.5V 0.001%
Intermodulation Distortion

PRE OUT, 3v 0.002%
Signal to Noise Ratio (IHF-A-Network)

PHONO MC (500pV Input Shorted) 91dB

PHONO MM (5mV Input Shorted) 95dB

CD/VIDEO/TUNER/AUX/TAPE/VCR (Shorted) 106dB
Signal to Noise Ratio (New IHF)

PHONO MC 81dB

PHONO MM 83dB

CD/VIDEO/TUNER/AUX/TAPE/VCR © 103dB

Tone Control Characteristics

BASS boost/cut +10dB (20Hz)
turnover frequency 350Hz
TREBLE boost/cut +10dB (20kHz)
turnover frequency 3.5kHz
MID conirol range +10dB (1kHz)
center freguency 1kHz
Filter Characteristics
Subsonic 15Hz, 12dB/oct

Continuous Loudness Control (Level related equalization)
Attenuation —40dB (1kHz)

Audio Muting —20dB
Gain tracking error (0 ~ —60dB) < 2dB
Power Supply

General AC110/129/220/240V, 60/50Hz

Australia, U.K. AC240V, 50Hz

European AC220V, 50Hz
Power Consumption 45W
AC Qutlet

Switched x 1 200W max.

435 x 129.5 x 400mm
(17-1/8" x 5-3/32” x 15-3/4")

Weight 11.5kg

Dimensions (W x H x D)

Specifications subject to change without notice.
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