
KMA-1000/KMA-950

This manual has been provided for the use of authorized YAMAHA Retailers and their service personnel. 
It has been assumed that basic service procedures inherent to the industry, and more specifi cally YAMAHA Products, are already 
known and understood by the users, and have therefore not been restated.

WARNING: Failure to follow appropriate service and safety procedures when servicing this product  may result in personal 
injury, destruction of expensive components, and failure of the  product to perform as specifi ed. For these reasons, 
we advise all YAMAHA product owners that any service required should be performed by an authorized YAMA-
HA Retailer or the appointed service representative.

IMPORTANT: The presentation or sale of this manual to any individual or fi rm does not constitute authorization,  certifi cation  or  
recognition  of  any  applicable  technical  capabilities,  or establish a principle-agent relationship of any form.

The data provided is believed to be accurate and applicable to the unit(s) indicated on the cover.  The research, engineering, and 
service departments of YAMAHA are continually striving  to improve YAMAHA products. Modifi cations are, therefore, inevitable 
and specifi cations are subject to change without notice or obligation to retrofi t. Should any discrepancy appear to exist, please contact 
the distributor's Service Division.

WARNING: Static discharges can destroy expensive components. Discharge any static electricity your body may have accumu-
lated by grounding yourself to the ground buss in the unit (heavy gauge black wires connect to this buss).

IMPORTANT: Turn the unit OFF during disassembly and part replacement. Recheck all work before you apply power to the unit.

IMPORTANT NOTICE
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REMOTE CONTROL PANEL ■

SPECIFICATIONS ■

AMPLIFIER SECTION

Minimum RMS Output Power

 L/R (1 kHz, 1% THD, 8-ohms)

  KMA-1000 160 W + 160 W

  KMA-950 120 W + 120 W

Maximum Useful Output Power (JEITA)

 L/R (1 kHz, 10% THD, 8-ohms)

  KMA-1000 200 W + 200 W

  KMA-950 150 W + 150 W

Damping Factor

 20 Hz to 20 kHz, 8-ohms 60 or more

Input Sensitivity/Input Impedance

 DVD etc. 200 mV/42 k-ohms

 Mic 6 mV/20 k-ohms

Maximum Input Voltage

 DVD etc. 2.3 V or more

 Mic 60 mV or more

Rated Output Voltage/Output Impedance

 Subwoofer 2.0 V/1.2 k-ohms

 Rec out 1.0 V/1.2 k-ohms

Total Harmonic Distortion (20 Hz to 20 kHz)

 DVD etc. to SP OUT

  KMA-1000 (80 W/8-ohms) 0.1% or less

  KMA-950 (60 W/8-ohms) 0.1% or less

Signal to Noise Rate (IHF-A Network)

 DVD etc., Input shorted (200 mV) 85 dB or more

 MIC, Input shorted (6 mV) 75 dB or more

Residual Noise (IHF-A Network) 180 µV or less

Channel Separation (1 kHz)

 DVD etc., Input 5.1 k-ohms shorted 55 dB or more

Tone Control Characteristics

 MUSIC

  Bass boost/cut (100 Hz) ± 12 dB

  Treble boost/cut (10 kHz) ± 12 dB

 MIC

  Bass boost/cut (100 Hz) ± 12 dB

  Mid boost/cut (1 kHz) ± 12 dB

  Treble boost/cut (10 kHz) ± 10 dB

Gain Tracking Error 2.0 dB or less

GENERAL

Power Supply AC220 V, 50 Hz

Power Consumption

 KMA-1000 200 W

 KMA-950 145 W

AC Outlet

 2 switched outlets 100 W max. total

Dimensions (W x H x D) 435 x 150 x 430 mm

  (17-1/8" x 5-7/8" x 16-7/8")

Weight

 KMA-1000 11.3 kg (24.9 lbs.)

 KMA-950 10.7 kg (23.6 lbs.)

Finish Black color

Accessories Remote control x 1

  Lithium battery (CR2025) x 1  

* Specifi cations are subject to change without notice due to prod-
uct improvements.
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