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WARNING:
an authorized Yamaha Retailer or the appointed service representative.

IMPORTANT:
capabilities, or establish a principle-agent relationship of any form.

discrepancy appear to exist, please contact the distributor’s Service Division.

WARNING:
buss in the unit (heavy gauge black wires connect to this buss).

IMPORTANT NOTICE

This manual has been provided for the use of authorized Yamaha Retailers and their service personnel, it has been assumed that basic service procedures inherant to the
industry, and more specifically Yamaha Products, are already known and understood by the users, and have therefore not been restated.

Failure to follow appropriate service and safety procedures when servicing this product may result in personal injury, destruction of expensive components
and failure of the product to perform as specified. For these reasons, we advise all Yamaha product owners that all service required should be performed by

The presentation or sale of this manual to any individual or firm does not constitute authorization, certification, recognition of any applicable technical

The data provided is believed to be accurate and applicable to the unit(s) indicated on the cover. The research, engineering, and service departments of Yamaha are continually
striving to improve Yamaha products. Modifications are, therefore, inevitable and specifications are subject to change without notice or obligation to retrofit. Should any

Static discharges can destroy expensive components. Discharge any static electricity your body may have accumulated by grounding yourself to the ground

IMPORTANT: Turn the unit OF F during disassembly and parts replacement. Recheck all work before you apply power to the unit.
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B TO SERVICE PERSONNEL

1. Critical Components Information.
Components having special characteristics are marked
and must be replaced with parts having specifications equal
to those originally installed,

AC LEAKAGE TESTER
OR EQUIVALENT

EQUIPMENT
2. Leakage Current Measurement (For 120V Modei Only). U%DIER TEST
When service has been comipleted, it is imperative that you
verify that all exposed conductive surfaces are properly
insulated from supply circuits. @ .'.D— <
o Meter impedance should be equivalent to 1500 ohm shunted
by 0.154F. WALL — 1
- OUTLET INSULATING TABLE

e Leakage current must not exceed 0.5mA.

e Be sure to test for leakage with the AC plug in both polarities.

H REAR PANELS
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B SPECIFICATIONS

m AUDIO SECTION
Minimum RMS Output Power Per Channel

20Hz~20kHz, 0.015% THD, 82 . . .. ... . ... ... 85W
0.03% THD,82 ............. 100W
Dynamic Power Per Channel
.............................. 130W
0 150W
7 ¥ 2 190W
2 e e e e e e e e e e e e e 200W
Dynamic Headroom
2. 1.84dB
Power Band Width :
0.1% THD,42.BW,8Q .. ........... 10Hz~50kHz
Damping Factor :
TkHzZ, 88 . & . . i e e e e 60
Input Sensitivity/impedance
PhonoMM ... .. ... ... ... 2.5mV/47k2
PhonoMC . ... .. ... . ..., 160uV /2205
CD/ETC. . . it i e e e e e e 150mV/47k2
MAININ ... e 1V/47k82
input Sensitivity (New IHF}
PhonoMM .. ........ ... ... ....... 0.27mV
PhonoMC . ... ... ... ... 17uV
CD/etc. .. ........... e 16.3mV
Maximum Input Signal
Phono, 1kHz,0.01% THDMM . . . ... ... .. .. 110mV
MC .............. 8mV
Output Level/Impedance
RECOUT . . .. . . e i e i i e 150mV/470Q
PREOUT . ....... e e e e e e e 1V/1kQ
Maximum Voltage Output
20Hz~20kHz, 0.01% THD,PREOUT . . . . . ... .. 2.5V
Headphone Jack Rated Output/Impedance
0.015% THD (8R2) .. .............. 0.75V/8Q2
Frequency Response
20Hz~20kHz, CD/etC. . . . o oo oo +0, -0.3dB
MAININ . .. ..o +0, ~0.3dB
RIAA Equalization Deviation _
20Hz~20kHz, Phono MM RIAA . . ... ... ... 0+0.3dB
30Hz~20kHz, Phono MCRIAA . . ... ... ... 0+0.5dB
Total Harmonic Distortion (20Hz~20kHz)
Phono MM to RecOut3V . ... ........... 0.003%
PhonoMCtoRecQut3V................ 0.005%
CD/etc. to SPOQut425W/8Q .. .. ....... ... 0.006%
VIDEO toSPOut425W/82 . . .. ... .. .... 0.006%
intermoduiation Distortion
CD/etc. to Rated Qutput/82 . . . ... . ... ... .. 0.01%
Signal to Noise Ratio {IHF-A-Network)
Phono MM (BmV InputShorted) . . .. .. ... .... 924dB
Phono MC {500uV Input Shorted) . . . ... ... ... 75dB
CD/etc. {InputShorted) . . . .. ... ......... 103dB
VIDEO (inputShorted) . . . .. .. ... ... .. 91dB
Signal to Noise Ratio (New IHF)
Phono, MM . . .. ... ... ... e e e e e e e 75dB
MC . e e e e 75.5dB
CD/EtC. . v e e e e e e e e e e e e 81d8
Residual Noise (IHF-A-Network) . . . .. ... ... ... 120uVv
Channel Separation (Vol. ~30dB)
Phono Input Shorted, TkHz., . . .. ... ... ... .. 60dB
CD/etc. tnput 5.1k, 1kHz , . .. ... ... ... ... 60dB
Tone Control Characteristics
BASS boost/cut . . . ... ... ... 0+10dB (at 50Hz)
turnover frequency . . ... ... L. 350Hz
TREBLE boostfcut . . ... ....... 0+10dB (at 20kHz)
turnover frequency . . .. ... ... ..., 3.5kHz
MiDcontrolrange . . . ... ........ 0+12dB (at 1kHz)
center frequency . . . ... .. L Lol 1kHz
Filter Characteristics
LOW © ittt it e e e e 10Hz (-12dB/Oct.)
Continuous Loudness Control {Ldvel related qualization)
Attenuation . . . . . ... i e e e -40dB (at 1kHz)
AudioMuting. . . . . . . .. i e -20dB
e VIDEQO SECTION
VIDEO !nput Sensitivity/Impedance
VCRIVDR .. . ottt e e i s e 1V/758
VIDEQ maximum Input Signal
VCR/IVDP . .t s vt e e e e e e 2v

VIDEO Output Level/Impedance
VCROUT/VIDEOOUT , . . ...... ... ... 1V/750

RX-900/900U

VIDEO Frequency Response

10Mz~16MHz . . .. ... e 0+1dB
VIDEO Signa; to Noise Ratio

White, B0% . . . . . . . e e e e e e dB
VIDEO LeveiControl . . .. ... ... ........... 0+dB

= FM SECTION

TuningRange . . . . ... ........... 87.5 to 108.0MHz

50dB Quieting Sensitivity (IHF) .
Mono, 758 . v v v v it e e e .. 1.5uV (14.8dBf)
Stereo, 7502 . . . . .. .. o 201V (37.3dBf)

Usable Sensitivity
1kHz, 100% MOD, 75Q

(30dB S/N Quieting) . . . ........ 0.75uV (8.8dBf)
fmage ResponseRatio . . . . .. ............... 40dB
IFResponseRatio . . . ... ................: 90d8
Spurious Response Ratio . . . . ............... 70dB
AM SuppressionRatio . . . ... ... ... ... ...... 55dB
CaptureRatio. . . ... ............... 1.2dB (Local)

2.5dB (DX)
Alternate Channel Selectivity . . . .. ... ......... 85dB
Signal to Noise Ratio (IHF)
MONO . . o it e s e e e e e e e e e e e e 85dB
STEr€O . . v v i i e e e e e e e e e e e e 81d8B
Harmonic Distortion
Mono 100Hz .. ..................... 0.05%
TkHz .. . e 0.05%
6kHz . .. .. ... ... . .. .. ... 0.1%
Stereo 100Hz . . .. ... ... .. ... . ... ... 0.07%
TkHz . .. e 0.07%
BkHz . . ... ... ... .. ... . ... 0.15%
Stereo Separation
BOHz . . .. .. . e 45dB
1kHz . ... . e 54dB
10kHz . .. .. ... . e e 45dB
Frequency Response
30Hzto 13kHz . . . . .. .. ... 0:0.5dB
® AM SECTION
TuningRange . . .. ........... 530 to 1620kHz ((U)(C)
531 to 1620kHz (A}R)
Usable Sensitivity (IHF) . . . ... ... ......... 250uV/m
Selectivity . . . . . . . .. e e e e e 24dB
SignaltoNoiseRatio .. ... ................ 50dB
Image ResponseRatio . . . ... ............... 40dB
Sprious Response Ratio . . . ... ... ........... 50dB
Harmonic Distortion (400Hz) . ... ............ 0.3%
= GENERAL
Power Supply
U.S.A. & Canadian Models . . ... ... .. 120VAC, 60Hz
AustralianModel , . . ... ... ... .. .. 240VAC, 50Hz
OthersModel . . ... ........ 110/120/2220/240V AC
50/60Hz
Power Consumption . . . . . .. ... ...... 300W (R}{U}{C)
480W (A)
AC Outlet
Switchedx 1 ... ............ 100W Max (U}{C}(R)
60 W Max {A)
Unswitchedx 1. ... .. ........ 200W Max (RHU(C)
Dimensions (WxHxD)........... 435 x 151 x 423mm
{17-1/8" x 5-15/16"' x 16-5/8")
Weight . . . . . oo et it et e 11kg (241bs 3 0z)

CD/etc. : CD/VIDEO/TUNER/AUX/TAPE/VCR

Uy ..... U.S.A. model (G) ..... European model
cy ..... Canadian model B ...... British model
(A ..... Australian modet (R} ... .. Others model

*Specifications subject to change without notice.






